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E vans introduces a purge station designed for mounting onto the 

column in the sub-fab for use in manifolding purified utility Nitrogen 

for purge, blow down and line qualification. Utilizing purified utility 

Nitrogen as a source saves in excess of 10X cost vs. Argon.  Purge 

stations available with 5 or 10 POC’s. POU purifier/filters are offered 

in two sizes (see specs on page 2) 



Important Features and Specifications 
 

 80% fewer mechanical/weld connections 

 Elimination of NPT connections 

 Guaranteed dry down to less than 10 ppb 

moisture 

 Helium leak tested to 1 X 10-9 scc/sec 

 Lower cost than conventional fabricated 

systems 

 Custom brackets for column mounting  

 UHP flow meters provide visual indication 

of flow 

 Reduced footprint 

 Two purifier/filter options 
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Drawings & Specifications 

Purifier/Filter Specifications/Options 
 

 Purification & removal capabilities: H2O less than 1 

ppbV 

 Fully regenerable 

 Non dangerous goods classification 

 Integrated 0.003 micron metal filter 

 

Part Number Designator (purifier) 
60 - 75 SLPM max flow/10 SLPM nominal flow 

        7.94” (201.7) overall length, max pressure  

        rated to 250 psig (17.3 barg).   

        (pictured in drawing) 

 

300 - 300 SLPM max flow/80 SLPM nominal flow 

        17.6” (447) overall length, max pressure  

        rated to 250 psig (17.3 barg) 


